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INCLINOMETERS 
Stainless Steel 1 or 2 axis Inclinometers for industrial usage in IP68 construction for high 
demanding jobs. 

Can be delivered in 5 different ranges from +/-10degree to +/-90 degree with 4 different 
analog outputs + RS485

MQJS  shown as table mount model 
( Horizontal ) IP68 Stain less Steel

    Lab Test  with control of  influence on cros-axis  test 

MQJ series is a high precision inclination sensor with a 
resolution up to 0.01º and a standard linearity at <0.05º FS 
(Optional < 0.02º FS). The sensor adopts high-resolution 
differential digital-to-analog converter, and the product uses 
high-precision 3D-MEMS measuring chip with built in automatic 
temperature compensation and filtering algorithm to minimize 
the error caused by environmental changes in order to make 
the product in the high and low temperature environment with 
excellent performance in the -10℃ …-50℃ range of tempe- 
ratur compensation, effective suppression of temperature 
changes caused by the angular data offset, to ensure the 
accuracy and stability  of the measurement data. 

The product shell adopts Stainless Steel cabinets. laser welded 
to IP68 protection degree , high mechanical strength, also high 
sealing performance of ø 5mm PUR cable (5m long ) easy to 
install, simple to use, small size, anti-external  electromagnetic 
interference & bear vibration . 

      MQJ series  Usage 
     INCLINOMETER 

MQJ inclinometers can be used 
many jobs where high stability 
together with high accuracy is a 
major issue ! from test labora - 
tories to High End Industrial jobs, 
can also be used as measuring 
Roll & Pitch on ships

MQJD  shown as table mount model 
( Horizontal ) IP68 Moulded housing in 
hard strong plastic material.

http://www.inclinometer.eu
http://www.inklinometer.dk
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MQJS60 485 E/C- -MQJS60 485 E/C- -MQJS60-485-E/C

Inclination Sensor Dual Axis (Stainless Steel)

15:±15°
30:±30°
60:±60°
90:±90°

D:single 
axis
S:dual 
axis

Product Model Selection

 -          

V1:0-5V�output�
V2:0-10�output
A:4-20mA�output��
485:�RS485�output

C:�waterproof�connector

E1:�round�stainless�steel�electronic�bin�horizontal�installation�(size�L65*W58*H30mm) 
E2:�vertical�installation�of�round�stainless�steel�electronic�bin�(size�L65*W58*H30mm) 
E3:round�stainless�steel�electronic�bin�horizontal�inverted�(size�L65�*�W58�*�H30mm)

MQJ - / 

inclination sensor

V1 �V2:0-5V掛出; :0-10掛出
V1:0-5V�output�;���V2:0-10�output
:4-20mA掛出; :�RS485掛出A R

�A:4-20mA�output R:�RS485�output;�

15:±15°
:±30°30
:±60°60
:±90°90

D:❙捼
D:single axis

S:⟐捼
S:dual axis

MQJD30-485-A1/C：�偷㬚䷕㚄⑁巚⌣㔣⩬�❙捼⑁巚㳃䅏，䅏旙圈⫷∻±30°，掛出㦽㌒∻RS485掛出，⬉㍦䤹
（ⴙ巉〽⿻L55*W56*H18.5mm），防⽔接头。如㬌䙽㾎權䁆循愵㧺ⴊ䃬。

⊪⣅型⟻搓型Product Model Selection

MQJ                  -                  -          / 

例如 :Example

MQJD30-485-A1/C:
output, round electronic compartment horizontal mounting mode (appearance ruler L55*W56*H18.5mm), waterproof 
have special needs, please make a note when ordering.

V1:0-5V掛出
V1:0-5V�output�

:0-10掛出V2
V2:0-10�output
:4-20mA掛出A

��A:4-20mA�output
:�RS485掛出R

R:�RS485�output

A1：⬉㍦䤹⽓⋖⽔㉶⾌峊（〽⿻L55*W56*H18
A1:�Round�electronic�bin�horizontal�mounting(dimensions�L55*W56*H18.5mm)
A2：⬉㍦䤹⽓⋖⮅䫸⾌峊（〽⿻L55*W56*H18
A2 Vertical�mounting�of�round�electronic�bin(dimensions�L55*W56*H18.5mm):�

⬉㍦䤹⽓⋖⽔㉶␕即⾌峊（〽⿻L55*W56*H18A3：
A3 Round�electronic�bin�horizontal�inverted�installation(dimensions�L55*W56*H18.5mm):�
：榉㦽㍦䤹⽓⋖⽔㉶⾌峊（〽⿻L85*W37*H26mmB

B:�Rectangular�electronic�bin�horizontal�installation(dimensions�L85*W37*H26mm)
榉㦽㍦䤹⽓⋖⽔㉶⾌峊（〽⿻L88*W41*HC1：

C1:�Rectangular�electronic�bin�horizontal�installation(dimensions�L88*W41*H20mm)
榉㦽㍦䤹⽓⋖⮅䫸⾌峊（〽⿻L88*W41*HC2：

C2:�Vertical�mounting�of�rectangular�electronic�bin(dimensions�L88*W41*H20mm)
C3：榉㦽㍦䤹⽓⋖⽔㉶␕即⾌峊（〽⿻L88*W
C3:Rectangular�electronic�compartment�installed�horizontally�invert
D：㦽㍦䤹⽓⋖⽔㉶⾌峊（〽⿻L60*W50*H20.
D:Square�electronic�bin�horizontal�mounting(dimensions�L60*W50*H20.3mm)
�

MQJ High Precision Static Inclination Sensor

Working Range: +/-15º, +/-30º, +/-60º, +/-90º  
Measuring Axis:  Single or dual axis                 
Operating Current:  18…45mA (24V)                  
Resolution: 0.01º	 	 	 	 	
Supply Voltage : 12-24VDC	 	 	 	
Output Signal: RS485 / 0-5V / 0-10V/ 4-20mA	
Linear Accuracy:  0.05º FS	               
Transverse Sensitivity: <1% of tilt	 	                
Operating Temperature: -10 … + 60℃	 	
Output frequency: 5 - - 10Hz	 	 	
Anti-vibration: 10 grms, 10 - 1000Hz	 	 	
Power on Start-up Time: <1s 	 	 	 	
Insulation resistance : >100 megohm                   
Zero Temperature Drift: Dual axis +/-0.005º/℃	 	
Resistance: 2000g, 0.5ms, 3 times/axis	 	
Protection Class: IP 68 by using Waterproof 	 	
	 	      PG7 connector 

MQJS shown as Wall mount model ( Vertical )

http://www.inklinometer.dk
http://www.inclinometer.eu
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D type: size：L60*W50*H20.3(mm)   )BSE pMBTt NPVMEeE � PS � "YJT IPSJ[POtBM �tBCMe NPVOt type D square

⊪⣅〽⿻⬁Product Dimension Drawing

E1/E2/E3 size：L65*W58*H30(mm)

Nordisk Transducer Teklnik ApS. Als Oddevej 85 9560 Hadsund. Danmark www.ntt.dk ntt@ntt.dk Side 1 af 1

Stainlees Steel 2 axis wall mount  type E2 vertical mount

Stainless Steel 2 $xis taEle mount type E� +ori]ontal or E2 vertical mount

MQJ one or Dual axis for wall mounting IP68, 5-10Volt 
or 4-20mA output, now also down to +/-10degree 
range Also as RS485 Modbus protocol

http://www.inklinometer.dk
http://www.inclinometer.eu

